
Epic S-Series Specifications

The Epic S-Series features a proprietary 940nm diode laser wavelength, which is

proven to be an ideal wavelength for interacting with the hemoglobin and oxyhe-

moglobin present in oral and nasal tissues. Backed 

by investigative trials led by Dr. Yosef Krespi, the

940nm wavelength performs many ENT procedures

with precision, minimal trauma, less bleeding and

faster healing.1 And with pulse rates as fast as one 

ten-millionth of a second, Epic provides the ultimate

in patient comfort and care. The result is a new and

different type of treatment experience in your office

for your patients.
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Epic S Series Diode Laser

Unique Wavelength Calibrated for ENT Success
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Freedom to roam
Foot control switch is wireless. There are no

cumbersome cables or wires, and nothing to

plug in. The Epic S is powered by a lithium

battery pack and provides power for a full

day of procedures. It recharges overnight

and is ready to go again in the morning.

Portability lets you move from operatory to

operatory with no concerns about power

cords or electrical outlets. 

Tips for a good practice
Disposable tips give you the exact control your 

procedure requires and are even bendable for precise 

applications. The single-use tips reduce the risk of 

cross-contamination and can be ordered online from 

BIOLASEstore.com for greater convenience.

To experience what a difference the Epic S laser

can make in your practice, call 877-670-4767.
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Laser Classification: IV

Wavelength: 940 ± 10nm
Max Output Power: 10W

Pulse Repetition Rate: 20KHz

Power Modes: Continuous Wave (CW)

ComfortPulse 0: 10µsec ON / 40µsec OFF
ComfortPulse 1: 100µsec ON / 200µsec OFF
ComfortPulse 2: 1msec ON / 1msec OFF

Pulsed: 20 msec ON / 20 msec OFF

Aiming Beam: Laser Diode, 

max 1mW, 635nm

Fiber Cable Length: 6.8 ft (2m)

Dimensions: 4.4 in x 5.7in x 6.5in

(11.2cm x 14.5cm x 16.5cm)

Weight: 2.75 (1.25kg)

Convenience in a flash
Epic S has 13 presets that are accessible through

a touchscreen interface, including a function 

for pain therapy. Using the fully engineered 

Deep Tissue Handpiece (DTHP), you can 

control important parameters such as spot 

size and power intensity, while having the ideal capabilities for 

temporary relief of minor pain. This compact powerhouse is always

ready to perform whatever procedure you require. 
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